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Performance data is a function of operating and installation conditions. The chart should be used as a guide for selecting the appropriate dehumidifier.
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Performance Data
Relative Humidity

45%
Outlet Air

Temperature ¡F
Inlet Air

Temperature ¡F

65¡F

70¡F

75¡F

80¡F

85¡F

90¡F

50% 55% 60% 65% 70%

81#Lbs. Per Day

Reheat Mode

Lbs. Per Day

Reheat Mode

Lbs. Per Day

Reheat Mode

Lbs. Per Day

Reheat Mode

Lbs. Per Day

Reheat Mode

Lbs. Per Day

Reheat Mode

391# 492# 637# 946# 1052#

77¡F 78¡F 79¡F 80¡F 81¡F

491# 648# 833# 1021# 1162# 1348#

84¡F 85¡F 86¡F 87¡F 88¡F 89¡F

634# 840# 1022# 1171# 1405# 1557#

90¡F 91¡F 93¡F 94¡F 96¡F 97¡F

780# 979# 1121# 1440# 1597# 1819#

98¡F 99¡F 101 ¡F 102 ¡F 103 ¡F 104 ¡F

924# 1166# 1361# 1648# 1883# 1982#

105 ¡F 106 ¡F 108 ¡F 109 ¡F 110 ¡F 111 ¡F

1048# 1361# 1597# 1821# 2126# 2317#

111 ¡F 112 ¡F 114 ¡F 115 ¡F 116 ¡F 117 ¡F

(1050 BTU/lb MOISTURE)



“Experience is always the best solution”

OC-SERIES
OUTDOOR REMOTE

CONDENSERS

any installations require year-round
humidity and temperature control to
maintain design conditions. DryAire
Outdoor Remote Condenser is the solu-
tion. With the addition of the Outdoor
Condenser, the DryAire dehumidifier will
provide cool dry air, as well as warm dry
air as needed.

very DryAire dehumidifier is factory
equipped with the proper valves and
electrical controls as standard equip-
ment to operate with a matching
remote condenser. Competitive brands
will provide a similar feature but only at
extra cost or expensive retro-fit package.

peration is as simple as setting your
automatic thermostat. As humidity and
temperature conditions change, the
controls tell the dehumidifier to either
operate in the heating mode or cooling
mode automatically.

n  electrically operated valve diverts
the flow of hot refrigerant to either the
internal condenser for heating or to the
Remote Outdoor Condenser for air con-
ditioning. Even at temperature 0°F and
below, the DryAire Remote Condenser
will continue to operate efficiently.

s an added standard feature,DryAire
Systems has equipped the Remote
Outdoor Condenser with an exclusive
“Electronic Pressure Control” to operate
at just the right pressure no matter what
the temperature is outdoors.

ur new smaller size Remote Outdoor
Condenser cabinets and neutral powder
paint color will blend with any landscape
plan or architecture.

emember, the Remote Condenser
can be added to all DryAire System
Dehumidifiers at any time.
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OC-45A

208/230/460

3

90,000

2 - hp

5.8/6.0/3.0

10

4900

Max. 50’

7/8”

5/8”

397#

OC-50A

208/230/460

3

144,000

(2) 3 - hp

17.9/18.1/9.1

25/25/10

6300

Max. 50’

1-1/8”

7/8”

663#

Electrical Data

MODEL A     B     C     D     E     F      G

Specifications

OC-SERIES
OUTDOOR REMOTE CONDENSERS
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OC-10A/20A 24"     34"     23"     20"     28"     12"     12"

OC-25A            34"     45"     23"     22"     40"     16"     14"

OC-30A            34"     45"     23"     22"     40"     16"     14"

OC-35A            38"     48"     31"     28"     40"     20"     18"

OC-40A            38"     48"     31"     28"     40"     20"     18"

OC-45A            38"     48"     36"     33"     40"     20"     18"

OC-50A 37"     83"     37"     38"     72"     18"     16"

OC-10A

208/230

1

24,000

1/2 - hp

2.8

10

1800

Max. 50’

5/8"

1/2"

163#

OC-20A

208/230

1

36,000

1/2 - hp

2.8

10

1800

Max. 50’

5/8"

1/2"

179#        

OC-25A

208/230/460

1/3

48,000

3/4 - hp

2.5/4.7

10

2500

Max. 50’

7/8"

1/2"

281#        

OC-30A

208/230/460

1/3

60,000

1- hp

3.2/7.1

10

3200

Max. 50’

7/8"

1/2"

304#

OC-40A

208/230/460

3

90,000

2 - hp

5.8/6.0/3.0

10

4900

Max. 50’

7/8”

5/8”

385#

OC-35A

208/230/460

1/3

60,000

2 - hp

11/5.8/6.0/3.0

10/15

4900

Max. 50’

7/8”

1/2”

395#

MODEL

Voltage

Phase

Cooling BTU/H

Blower Motor

RLA @ 60 Hz

Max. Fuse Size

CFM

Line Set

Supply O.D.

Return O.D.

Weight Lbs.

OC-50A
REMOTE CONDENSER
DISCHARGE (2)
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OUTDOOR LINE SIZE REQUIRED                    (NOT TO EXCEED 50 FT.)
CONDENSER OC-10A OC-20A OC-25A OC-30A OC-35A OC-40A OC-45A OC-50A

SUPPLY [A] 5/8" OD      5/8" OD      7/8" OD      7/8" OD      7/8" OD      7/8" OD      7/8" OD    1-1/8" OD

RETURN [B] 1/2" OD      1/2" OD      1/2" OD      1/2" OD      1/2" OD      5/8" OD      5/8" OD      7/8" OD

[B]

[A]

[A]

[B]

DEHUMIDIFIER

DEHUMIDIFIER

REMOTE
OUTDOOR
CONDENSER

OC-SERIES OUTDOOR
REMOTE CONDENSERS

REMOTE
OUTDOOR

CONDENSER

NOTE:  ADDITIONAL REFRIGERANT CHARGE (R-410A) REQUIRED FOR LINE SETS.
(SEE CHART ABOVE)

HOT GAS LINE [A] SHOULD HAVE TRAPS
WITH A SCHRADER VALVE EVERY 12-15 FT.
OF VERTICAL LIFT.

MODEL                        [UP TO 25']           [ 26' TO 50']

OC-10A SERIES 12 LBS. 14 LBS.
OC-20A SERIES 15 LBS. 18 LBS.
OC-25A SERIES 23 LBS. 28 LBS.
OC-30A SERIES 23 LBS. 28 LBS
OC-35A SERIES 36 LBS. 40 LBS
OC-40A SERIES 36 LBS. 40 LBS.
OC-45A SERIES 37 LBS. 41 LBS.
OC-50A SERIES 51 LBS. 57 LBS.

NOTE: THIS CHARGE IS IN ADDITION TO THE DRYAIRE 
DEHUMIDIFIER PRE-CHARGED UNIT. CHARGE
MUST BE WEIGHED INTO THE SYSTEM.

Be sure to pitch horizontal line sets
a minimum of 1/2” every 5 ft. in the
direction of the flow.

INVERTED
P-TRAP

SCHRADER
PORT

P-TRAP

Table 1.
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